FULLY THREADED ROD
THREAD SIZE: 3/4''-10
MATERIAL:STEEL.
MATERIAL GRADE/CLASS: GRADE B7
FINISH: BLACK OXIDE
OVERALL LENGTH:3 ft
MINI MUM YIELD STRENGHT: 105,000 psi
TENSILE STRENGHT: 125,000 psi
THREAD DIRECTION: RIGHT HAND
THREAD FIT: 2A
ROCWELL HARDNESS:      QTY. 29


FULLY THREADED ROD
THREAD SIZE: #10-32
MATERIAL:STEEL.
MATERIAL GRADE/CLASS: GRADE A
FINISH: ZINC PLATED
OVERALL LENGTH:3 ft
MINIMUM YIELD STRENGHT: 45,000 psi
TENSILE STRENGHT: 60,000 psi
THREAD DIRECTION: RIGHT HAND
THREAD FIT: 1A
END TYPE: STRAIGHT CUT      QTY. 16

FULLY THREADED ROD
THREAD SIZE: 1/4''-20
MATERIAL:STEEL.
MATERIAL GRADE/CLASS: GRADE B7
FINISH: ZINC YELLOW
OVERALL LENGTH:3 ft
MINI MUM YIELD STRENGHT:105,000 psi
TENSILE STRENGHT: 125,000 psi
THREAD DIRECTION: RIGHT HAND
THREAD FIT: 2A
END TYPE: STRAIGHT    QTY. 16

FULLY THREADED ROD
THREAD SIZE: 5/16''-18
MATERIAL:STEEL.
MATERIAL GRADE/CLASS: GRADE B7
FINISH: ZINC YELLOW
OVERALL LENGTH:3 ft
MIN IMUM YIELD STRENGHT:105,000 psi
TENSILE STRENGHT: 125,000 psi
THREAD DIRECTION: RIGHT HAND
THREAD FIT: 2A
END TYPE: STRAIGHT     QTY. 16

FULLY THREADED ROD
THREAD SIZE: M6X1
MATERIAL:STEEL.
MATERIAL GRADE/CLASS: CLASS 10.9
FINISH: BLACK OXIDE
OVERALL LENGTH: 1 m
MINIMU M YIELD STRENGHT:130,000 psi
TENSILE STRENGHT: 150,800 psi
THREAD DIRECTION: RIGHT HAND
THREAD FIT: -
END TYPE:-
ROCWELL HA     QTY.16

FULLY THREADED ROD
THREAD SIZE: M8X1.25
MATERIAL:STEEL.
MATERIAL GRADE/CLASS: CLASS 8.8
FINISH: ZINC PLATED
OVERALL LENGTH: 1 m
MINI MUM YIELD STRENGHT:90,000 psi
TENSILE STRENGHT: 116,000 psi
THREAD DIRECTION: RIGHT HAND
THREAD FIT: -
END TYPE:-
ROCWELL H     QTY. 16

FULLY THREADED ROD
THREAD SIZE: M10X1.5
MATERIAL: STEEL
MATERIAL GRADE/CLASS: CLASS 8.8
FINISH: ZINC PLATED
OVERALL LENGTH: 1 m
MINI MUM YIELD STRENGHT:90,000 psi
TENSILE STRENGHT: 116,000 psi
THREAD DIRECTION: RIGHT HAND
THREAD FIT: -
END TYPE:-
ROCWELL H     QTY. 16
